Reconsideration of Silicon
Tracker

sPHENIX Silicon Tracker Group



Downsizing Si-Tracker Option

Max Radius 64cm -> 30cm

Substantial cost down to meet DOE budget for
tracker of S5M.

Still sufficient for jet structure and b-tagging
measurements.

Upsilon Momentum resolution will be degraded.
To be evaluated by MC.

We continue to apply for JSPS funding. If granted,
tracking radius can be expanded to meet upsilon
resolution requirement.



Cost Estimate for Downsized Si-Tracker
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SO 50 radius [cm] 8,10,12
N
\ sl S1 radius [cm] 36 15
" s2 S2radius [cm] 64 30
/ Total # of chip 30000 8580 8448
Total Cost S6.5M S3M* S4.7M

*including 40% contingency
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Station Layer radius pitch length depth total thickness

(cm) (um) (cm) (um) Xo% (pO) 2.4 1.3

Pixl 1 24 50 0425 200 13 s0a 8 1.0
Pixel 2 44 50 0425 200 13

S.a 3 75 58 96 240 10 é 05 0 0

SOb 4 85 58 9.6 240 1.0 s0c 12 1.0
Sla 5 310 58 96 240 06

Slb 6 340 58 96 240 0.6 ]’1'2 st 1> 0.6

S2 7 640 60 96 320 1.0 s2 30 1.0

Giving up 1 staggered layer s1b will reduce the material
(better resolution) at the cost of dead region 10~20%.



